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A beautifully unified piece of design made from aluminium 
andopal glass. The base is a faceted cylinder that works as both 

the light switch and the stem that holds the spherical glass 
light in place. Turning the base in a clockwise direction clicks 
the LED light on, with further rotation increasing the lumen 
output. This movement built into the design, allows the user 

to intuitively brighten or dim the light. The base comes in four 
anodised finishes: black, aluminium, orange or green. Turn 
On is a design made at human scale, effortlessly simple and 

pleasing to touch.
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Dimensions Ø10 x H19,5 cm 



TURN ON

ENVIRONMENT / Indoor

MATERIAL / Aluminium, glass

LAMP DESCRIPTION /Blub 850LM - 3000K 

SUPPLY / Main power 220-240V AC

INGRESS PROTECTION (IP)  / 20 

CORD LENGTH / 4m
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LED 2W 210lm 3000K warm white

h(m) E(lx) D(m)
7°

1 7783 0.12
2 1946 0.24
3 865 0.37
4 486 0.49
5 311 0.61

Technical data
Luminous flux of the luminaire 194lm
Connected load 4W
Luminous efficacy 49lm/W
Colour deviation SDCM<2
Colour rendition index CRI>90
Lumen maintenance L80/B10 50000h
LED failure rate 0.1% 50000h
Dimming range 1%-100%
Dimming method PWM
LMF E
Energy efficiency class EEI A++

71001.000 White (RAL9002)
LED 2W 210lm 3000K warm white
Dimmable
Version 4
Spherolit lens, narrow spot

Product description
Cylindrical light head: cast aluminium,
powder-coated. 270° tilt.
Housing: polymer, rotatable on 3-circuit
adapter through 360°.
Electronic control gear, dimmable.
Potentiometer for brightness control.
ERCO 3-circuit adapter: polymer.
LED module: high-power LEDs on
metal-core PCB. SDCM<2. CRI>90. L80/
B10 50000h. Collimating lens made of
optical polymer.
Dimming with external dimmers pos-
sible (trailing edge).
Weight 0.50kg

Mounting
ERCO 3-circuit track
Hi-trac 3-circuit track
1-circuit singlet
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